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For applications where a laser will be subject to submersion in  
water, high pressure wash downs or there are high levels of dust, 
Global Laser waterproof housing provides the ideal solution

Manufactured from stainless steel 316 and certified to IP68 
(dust tight and continuous submersion) it is compatible with 
our Lyte-MV, Lyte-MV-Excel and Greenlyte-MV-Excel range.  Fur-
ther flexibility is offered by the ability for the user to be able to 
remove the laser module from the housing and refocus the unit 
if required.

Features

- IP68 Rated
- Stainless Steal Housing
- Compatiable with all 3
   Machine Vision Lasers   
-  25mm Diameter
- Heavy Duty Cable

Waterproof Housing
IP68 Rated 

Applications

- Food Inspection
- Underwater Inspection
- Any Outdoor Enviroment
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Waterproof Housing

IP68 Rated 

Quality & Warranty

The Waterproof Housing is supplied with a 12 month parts and labour warranty. Our manufacturing 
operations are certified to ISO9001.

T: +44 (0)1495 212213 
F:+44 (0)1495 214004 

E: sales@globallasertech.com 
www.globallasertech.com 

Global Laser Ltd 
Unit 9-10 

Roseheyworth Business Park 
Abertillery. Gwent  NP13 1SP  UK

ISO9001 Certified

Please note: Global Laser reserve the right to change               
descriptions and specifications without notice
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Waterproof Housing

Specification
Mechanical Specification

Mass (grams) 328

With Lyte-MV 380

With Lyte-MV-Excel 402

With Greenlyte-MV-Excel 107

Dimensions (mm) 25 x 180

Housing Stainless Steel

Enviromental Information

IP Protection Class 68

Cable Length Custom Length (Please Specify When Ordering)

Mechanical Drawing


